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AGGREGATE MULCH, SIKES DWARF OAKLEAF HYDRANGEA @ 3’ O.C. 9, AL 1-1/2" VALVE
SEE DETAIL ON SHEET C—4 , ) , v/ YR 10.85 GPM
VPE A ! 7—THUJA OCCIDENTALIS 'TECHNY
TYPE B i MISSION ARBORVITAE @ 4.5’ 0.C. s ZONE 2 (SHRUB BED)
M -— = F— < 1” VALVE
o , : e v -~ Pigy 9.51 GPM
LANDSCA 3—HYDRANGEA QUERCIFOLIA 'DWARF SIKES LDSCAP S " ‘ NEW 2" SLEEVE
SIKES DWARF OAKLEAF HYDRANGEA @ 3’ O.C. ( AN 7 e -
3—ITEA VIRGINICA - - \
y 20—~NEPETA FASSENNII 'WALKERS LOW’ VIRGINIA SWEETSPIRE . o\
GA/OA/A 0 WALKERS LOW CATMINT @ 2’ 0O.C. GA/OA/A D 1
Acarep gy A YISTING TREE VACATED 5y AV APPROXIMATE LOCATION
T t82 p, 6—BUXUS MICROPHYLLA "WINTER GEM’ T W s, /| OF EXISTING 2" SLEEVES
\\ WINTER GEM BOXWOOD @ 3’ O.C. \\ APPROXIMATE |’_,OCAT|ON UNDER SIDEWALK
- ~ % _ OF EXISTING 2” SLEEVES .
— T AGGREGATE MULCHZSEE DETAIL ON SHEET C—4 . ———_ UNDER SIDEWALKS =
o _ o —
TYPE A -
M TYPE B
® ® ®
® )]
EXISTING EXISTING
MASONRY MASONRY
BUILDING BUILDING
1. DATA NOT SHOWN— FOR ALL PERTINENT DATA NOT SHOWN, SEE APPLICABLE 4 EXISTING TREES X ZONE CONTROL VALVE °© LAWN ZONES: 4 POP-UPS
CONTRACT DOCUMENTS \ e  PLANT BEDS: 12” POP—UPS
: » e FACTORY INSTALLED DRAIN CHECK VALVES
2. MEASUREMENTS— CONTRACTOR SHALL VERIFY ALL MEASUREMENTS IN THE FIELD X 2” MAIN ISOLATION VALVE °  ADJUSTABLE ARCS
» MEASUREMENIS : y EXISTING UTILITY POLES
3. EXISTING UTILITIES— THE EXISTING UTILITY DATA SHOWN IS FOR REFERENCE
INFORMATION ONLY AND MAY NOT SHOW ALL EXISTING UTILITIES. @I SPRINKLER HEADS
| EXISTING UTILTY STRUCTURES (SEE SCHEDULE) S - POP-UP SPRAY HEADS
4. WORK WITHIN THE RIGHT—OF—WAY — ALL WORK WITHIN THE RIGHT—OF—WAY SHALL o8 &0
BE DIRECTED AND APPROVED BY THE PROPER AUTHORITY. FLOW @ 25 PSI
(P acv QUICK COUPLING VALVE symeoL: | s 0 - <5 <7
5. EXISTING PAVEMENTS AND CURBS TO REMAIN — ) RADIUS: | 7’ 10’ 12’ 15’ 17’
SAW CUT TO FULL DEPTH OF CONCRETE AND ASPHALT AT FINISHED EDGES AND TREES —_———— 2" MAIN LINE PIPE . oW — oPM
WHERE ABUTTING NEW CONSTRUCTION. RS 3/4"_2" ZONE LINE PIPE s — — — — —
6. IRRIGATION PLAN — IS SCHEMATIC, MODIFICATIONS MAY BE NECESSARY TO CLEAR ALL ZONE_LINE PIPE TO BE 3 oo |2 as S 88 LIS
CERTAIN FEATURES. CONTRACTOR TO PROVIDE FULL COVERAGE TO ALL PLAN 1800 |78 o8 Y30 175 298
PROPOSED LAWN AREAS AND PLANT BEDS. CONTRACTOR SHALL ALSO REPAIR PLANT BED 240" 1.04 1.04 1.50 2.34 3.0
DAMAGE TO ADJACENT ZONES AS REQUIRED TO RESUME FULL COVERAGE TO - PVC SLEEVE 270 |1.17 117 1.68 2.63  3.38
EXISTING LANDSCAPE AREAS. SCHEDULE 40 PVC SLEEVE, ENDS 360" |1.56 1.56 2.24 350  4.50
7. VALVES — TO BE INSTALLED IN APPROVED VALVE BOXES. AGGREGATE MULCH — CRUSHED EXPANADED Er,'\ﬁs'-'- BB%R%A%*LEDDERW';?V'ETAOE%TS
~ SHALE, 3/8”—NO. 8 DIAMETER SIZES ' , SYMBOL: SS SL SR
foce \TYPE W (2" DEPTH) TO A DEPTH OF 36” AND SPREAD: | 4'X28'  4'X14"  4’X14’
8. LOW HEAD DRAINAGE — CONTRACTOR TO PROVIDE IRRIGATION HEADS WITH N RN BACKFILL AND COMPACT .
GPM: 1.20 .60 .60
BUILT—IN CHECK VALVES WHERE NECESSARY TO PREVENT LOW HEAD DRAINAGE. TYPE B’ (6" DEPTH) TRENCHES. CAP OR SEAL END
SLEEVES.
9. SWING JOINTS — ALL POP—UP HEADS TO BE INSTALLED WITH SWIVEL JOINTS AND
ALL QUICK COUPLING VALVES WITH 1” FULL CIRCLE SWING JOINTS. SWING AND
SWIVEL JOINTS SHALL BE CONSTRUCTED OF A RIGID PVC ASSEMBLY. FLEXIBLE
"FUNNY PIPE” ASSEMBLY OR LIKENESS IS NOT AN ACCEPTABLE SUBSTITUTION. PLANT LIST
10. QUICK COUPLING VALVES — SHALL BE ENCASED IN CONCRETE COLLAR.  CONCRETE TREES
SHALL BE CONTAINED WITHIN VALVE BOX. VALVES SHALL BE 1” DIA. SOLID BRASS OR QUANTITY | BOTANICAL NAME COMMON NAME SIZE ROOT SPACING O.C.|NOTES
APPROVED EQUAL. 10| THUJA OCCIDENTALIS 'TECHNY’ MISSION ARBORVITAE 8 HI. B&B 45
11. IRRIGATION DEMOLITION — SEE NOTES ON SHEET 1-C1.
0 10 20’ 40’ 60’
12. CONTROLLER—CONNECT NEW ZONE VALVES TO SALVAGED WIRES FROM EXISTING SHRUBS
CONTROLLER IN GUARD STATION OF PARKING GARAGE AS APPROVED BY COR. QUANTITY[BOTANICAL NAME , , COMMON NAME SIZE ROOT SPACING O.C.[NOTES
22 BUXUS MICROPHYLLA 'WINTER GEM WINTER_GEM_BOXWOOD _| 24" HTL. B&B 3 PLAN SCALE: N
13. _TOPSOIL — ALL DISTURBED AREAS NOT DESIGNATED ON THE PLANS FOR PAVEMENT 8 HYDRANGEA QUERCIFOLIA 'SIKES DWARF' | S.D. OAKLEAF HYDRANGEA 24” HT. #5 CONT. 3 '
OR STRUCTURE SHALL RECEIVE APPROVED TOPSOIL PLACED IN BED AREAS TO A MINIMUM 8 ITEA VIRGINICA VIRGINIA SWEETSPIRE 24" HT. #5 CONT. 3’
DEPTH OF 6”. MULCH BEDS SHALL RECEIVE 6” DEPTH OF TOPSOIL AND 3" DEPTH OF
MULCH. PERENNIALS / GROUNDCOVERS R 2 WORKNG DAYS TR\
14. SUBGRADE PREPARATION — SUBGRADE AREAS, DESIGNATED FOR SEEDED LAWN AND PLANT BEDS, QUANTITY [ BOTANICAL NAME , , COMMON NAME SIZE ROOT SPACING O.C.|NOTES \\\«@ SEFORE YOU DIG _,/,
SHALL BE CLEAN OF CONSTRUCTION WASTE AND DEBRIS. GRADE SUBGRADE ELEVATIONS 28 NEPETA X FAASSENII WALKERS LOW WALKERS LOW CATMINT 112 CONT. 2 W Za N
TO REFLECT SLOPES OF PROPOSED FINISHED GRADE ELEVATIONS. PRIOR TO INSTALLATION CALL TOLL FREE 800-362—2764
OF FINISHED TOPSOIL LAYER IN PLANT AND LAWN BEDS, PREPARE SUBGRADES SOILS BY OHIO UTILITIES PROTECTION SERVICE
TILLING IN A 3” LAYER OF COMPOSTED LEAF HUMUS TO A DEPTH OF 8”. NOTE: WHERE DESCREPANCIES BETWEEN PLANTING PLAN AND PLANT LIST MAY BE FOUND, PLANTING PLAN INFORMATION SHALL GOVERN.
Drawing Title Project Title Project Number
CONSULTANTS: ARCHITECT: IRRIGATION PLAN AND SMOKE SHELTER 541-17-212 Offi ;
< — ice O
PLANTING PLAN Building Number F it
FREDRICK, FREDRICK & HELLER 1 aciiiies
ENGINEERS, INC. .
| 672 EAST ROYALTON ROAD Knight & Stolar, nc. Approved: Project Director Location Drawing Number Management
RO e enty noonee 147 el VAMC - WADE PARK
FAX: (440) 546-9699 e
Date Checked Drawn 1 -C3 Department of
BID ISSUE 04/24/15 <!z> .
Revisions: Date 04/24/2015 KAJ MSMe Dwg.  of Veterans Affairs
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w 0 | 3 4 5 | 5 | 7 8 ) 1C
PLANTlNG NOTES " MULCH AYER—_ % % % %
TOPSOIL BACKFILL FOR SHRUBS AND TREES SHALL BE WELL—MIXED WITH 2x4 FRAME—OVERLAP END JOINTS
COARSE PEAT MATERIAL, 50% BY VOLUME AS APPROVED BEFORE PLANTING. 7%, 57077 677
2. PLANT FERTILIZER — SHALL BE PLANT TABLETS (AGRIFORM 20—10-5 OR 6” TOPSOIL LAYER ) ) ) ) WIRE MESH CAGE TO BE ATTACHED DIRECTLY TO FRAME.
APPROVED EQUAL). USE (1) 21 TABLET FOR EACH 3" CAL. OF TREE SIZE 2 glvae Al e \% %gLE/XFTIg/_AEAEFIL;/ESRTEFS "SECURELY. OVERLAP ENDS ONE FULL
AND EACH 1’ HEIGHT OR SPREAD OF SHRUB SIZE. : :
A 3. ALL PLANTS TO CONFORM TO ANSI Z 60.1 (LATEST EDITION). SUBGRADE — SPREAD 2" LAYER OF — P TTT—TTT T T T TTT 1T 11T 1T 11717 | SIDE TO MINIMIZE GAPS.
COMPOSTED LEAF HUMUS AND TILL | 2x4 STAKE—SEE SECTION
INTO TOP 6” OF GROUND COVER BED. | I IS T = = = /
SPREAD
— = )
PAINT ALL CUTS 1” DIA. OR GREATER GROUND COVERS & VINES - v — T 2 K - |
| } TN = e .
DECIDUOUS TREES ONLY TO BE N O = o - o
WRAPPED. WRAP LOWER MAIN PLACE NO MULCH NEAR BALL BURLAP MATERIAL TO BE UNTREATED . . = G
—1 BRANCHES AS DIRECTED IN THE TRUNK OF PLANT. AND BIODEGRADEABLE WITHIN 12 MONTHS. 4 ’ ==
FIELD. ~ WRAP TRUNK WITH REMOVE AND DISPOSE OF TOP 3 OF . ) — = |
APPROVED MATERIAL FROM BASE UP MULCH AS PER PLAN AND BURLAP MATERIAL. 3 ’ ; zZ 'H . @
” ” 4 2 H ‘
TO 12" ABOVE LOWER BRANCHES. SPECIFICATION. FORM 3 , = ﬂ =i
= MULCH SAUCER AROUND TOP OF ROOT BALL TO BE o U, Rl A=
16 GAUGE GALVANIZED STEEL 5 PERIMETER OF INDIVIDUAL ; LEVEL WITH ADJACENT FINISHED . Y = - =1
WIRE, SECURELY FASTENED TO L PITS. (OMIT MULCH SAUCER T GRADE . . COMPACT SOIL IN _,,%y,‘ ) el
STAKE & LOOPED TIGHTLY = FROM PLANTS IN PLANT ____ z72» e B, FINISHED GRADE ‘ 67 LAYERS e =
: AROUND TRUNK. | 2 BEDS). 5 o~ LOCATE PLANT TABLET |
- & 5 =l AT MIDPOINT OF PIT
COVER WIRE WITH RUBBER / 3 / Bl S PLAN SECTION
GARDEN HOSE TO PROTECT TREE 1 T APPROVED TOPSOIL e e N RS T —— UNDISTURBED OR COMPACTED NOTE
=~ S =r=r==r=r==e=r :
TRUNKAND BRANCHES. o SLANT PIT SIZE SOIL AT BOTTOM OF PIT ALL MATERIALS AND PRACTICES SHALL CONFORM TO DETAILS AND SPECIFICATIONS OF CURB INLET
2X2X8' LONG WOOD STAKES, < PROTECTION AS OUTLINED IN THE RAIN WATER AND LAND DEVELOPMENT MANUAL AS PUBLISHED BY
DRIVEN INTO SUBGRADE 18" z -2X ROOT BALL DIA._ OHIO DEPARTMENT OF NATURAL RESOURCES, DEPARTMENT OF SOIL AND WATER CONSERVATION.
-
BELOW BOTTOM OF BALL, 3 PER
TREE. ~ 3X ROOT BALL DIA.  _ INLET PROTECTION
FINISHED GRADE S e /f\ﬂ, 2 Loy BALL & BURLAP SHRUBS NOT TO SCALE
T = APPROVED TOPSOIL
TOP OF ROOT BALL TO BE I . / / oll T
LEVEL WITH ADJACENT FINISHED il i LOCATE PLANT TABLET AT \\/&/ /\
GRADE ‘ E’\”‘u‘ ey S MIDPOINT OF PIT - 1/4” SAW CUT JOINT, FILLED W/
?lliﬁ(l:\l%( l\(l)Cl): l\é&ﬁ? AROUND EEL Jmmmmﬁtg BALL BURLAP MATERIAL TO BE USE SHARP KNIFE TO MAKE 4-5 FINISHED GRADE POURED JOINT SEALER
: T T T <=1 UNTREATED AND VERTICAL CUTS IN ROOT BALL ,
/ BIODEGRADEABLE WITHIN 12 - _\ : / 6" ODOT CLASS € CONCRETE
- MULCH PER PLAN AND - \ MONTHS. REMOVE AND DISPOSE — MATTED ROOTS — CAREFULLY PULL AWAY i 4" ODOT NO. 57
SPECIFICATION. ~ FORM 5 PLANT PIT SIZE OF TOP 3 OF BURLAP MATERIAL. — FROM OUTSIDE OF BALL AND TRAIN TO N . DT PR S ’ ‘
Mt DR UCER AROND 2X ROOT BALL DIA \ —— NORMAL GROWING POSITION. PRUNE PLANT — o i + 7/ CRUSHED LIMESTONE
4 - [— | * . Y Av ‘ 4 4 AA : 4 i A
E’OES#EJERLC‘HDFS'/L\‘UD({\QQU?EOE'TS' ggﬁ)_'SZ#JRBBOE%O?AR OCFO“glF’TACTED —— FOLIAGE AS DIRECTED TO COMPENSATE FOR / a = ,
3X_ROOT BALL DIA. ROOT DAMAGE. ! .S S O
PLANTS IN PLANT BEDS). B - SEE B&B SHRUB DETAIL FOR PLANT PIT A e i b i e e e —— COMPACTED . SUBGRADE
TREES AND MULCH REQUIREMENTS AL Lt el e el el I
CONTAINER GROWN PLANTS
PLANTING DETAILS SOt
SCALE: NOT TO SCALE 6" CONCRETE PAVEMENT
NO SCALE
6” AGGREGATE MULCH
| WHERE MULGH AREAS T i RD FROS . PLANT BED AREA — 2" AGGREGATE MULCH TYPE A __ TYPE B - SAW CUT VERTICAL JOINTS AT
AP E | | | MEET LAWN PAVEMENTS AND STRUCTURES CLEAR AGGREGATE MULCH AWAY 2DRVALK JoNTs MErT Gong
EXISTING N | FROM CROWNS OF PLANTS
CONCRETE | S S ) ) ”
e ;  ludag e ——— | e e R s
- S e ) . . 3
T ) et Qé@ QbQ @ %)Q | . R e B R i T , QQ%)Q %%Qb % TAPER CURB REVEAL CONCRETE CURB
623@ 63’;7 © 4 CC % Q@ | S e 6”‘ TOP'SOIL PLTO B e s B e e QQQ@%%%)QQQ@ &%’ AT END R :
- | %Q% EEEEEEEE = = -~ ° \ % ——7 e
) X 6 | 7Z l =000 =
e 610 > C % |27 Rt
X O« - L T A Al—.— 4 REBAR TOP AND BOTTOM
/ S1I= (1R =]
SUBGRADE B s 200 o IR
(o) PLANT BED AND AGGREGATE MULCH DETAIL =TT [y ol
‘ ELEVATION e T T NO. 57 CRUSHED LIMESTONE
s SCALE: NOT TO SCALE } =l=l===
2 \ 99 ’ VRS 1/2” EXPANSION == 15
Lo\ N _ JOINT \
‘ xOL e @ - - - RAMP = © — __— MEET CURB HEIGHT - 12" .
X0 & L BNF a CONCRETE RAMP PAVEMENT
: —FLARE TAPERED FLUSH WITH % o™ = FIN. GRADE WITH FIBER REINFORCEMENT SECTION
SIDEWALK FINISHED GRADE (TYP.) < /
, o> Jy
6,\ 96& 6.25’ 22'25 6‘26 \ 0000000000000 0000000000OOO0OO00OOOO O ——————— AAT e L % ;:QO CONCRETE CURB
‘ \ 80 " | |eecezoeseseseceasagnoscececstcococecsl  TYPICAL DETECTABLE T1om mik e et * SCAE 1" = T—0°
1.5 . \° % | (st DA O NG WITH JHICKEN CONCRETE EDGE 1O 12
/EX|ST|NG X 0000000060000066000000660000600006060 CURRENT ADA STANDARDS WHERE MEETING DRIVE PAVEMENT
—| FLARE, SLOPE COLUMN 93 1 |888888e880e8sse88088e80288889922588S ,
TO MEET LAWN £3 / 5 N 05 6
= EXISTING : = 1:12
3¥ / LAWN  cONCRETE f “\_ CURB MAXIMUM SLOPE
9/ SIDEWALK PLAN
FLARE, SLOPE DETECTABLE WARNING STRIP DETAIL TYPICAL RAMP SECTION
TO MEET LAWN
- TOP OF RAMP/
MEET TOP OF CURB WALK PAVEMENT
EXISTING CURB ‘ DETECTABLE WARNING STRIP NOTES: | /CURB
\
1. DETECTABLE WARNING STRIP UNITS SHALL BE COMPOSITE o =
CleTAﬁETg/;P%iE%u;LEL;JSgYP) w 5" , CAST—IN—PLACE TACTILE WARNING STRIP UNITS. COLOR SHALL BE © - _——BOTTOM OF RAMP /
' *(Tvp,) BRICK RED. SUBMIT SHOP DRAWINGS FOR APPROVAL. f DRIVE PAVEMENT
EXISTING CURB CUT FLUSH 2. ggmﬁgsur\ms TO MEET AREAS SHOWN ON PLAN AND DETAILED FLARE VARIESRASI\I/-ZIE Y FLARE
WITH ROAD PAVEMENT EXISTING CONCRETE CROSSWALK : 1’6" 17—
DETECTABLE. WARNING STRIP 3. INSTALL UNITS IN ACCORDANCE WITH MANUFACTURER’S BEEOWQEKNY@ODSYSDG
1 SPECIFICATIONS AND DETAILED DRAWINGS. \\‘ Q =)
RAMP ELEVATION S 257
CALL TOLL FREE 800—-362—-2/64
C S OHIO UTILITIES PROTECTION SERVICE
SCALE: 1/4” = 1'-0" NOT TO SCALE
Drawing Title Project Title Project Number
CONSULTANTS: ARCHITECT: SITE DETAILS SMOKE SHELTER 541-17-212 ]
< Building Number Offlce Of
FREDRICK, FREDRICK & HELLER 1 Facilities
ENGINEER§ INC. .
672 EAST ROYALTON ROAD E pﬁnl&mﬁ&(ﬁfpgglﬂﬁs Approved: Project Director Location Drawing Number Management
SROADVEW \“T‘ﬁ?‘q f,‘,‘,, e i Gl VAMC - WADE PARK
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orner anchor shoe ntermediate anchor
(typ. ea. corner) f shoe (typ. 8)
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air

cond. alum. bench + backrest
unit
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alum. bench + backrest
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alum. bench + backrest 42" qutomatic
—I I sliding door

=@
Floor Plan Q
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On =
osl=

1/4" clear tempered safety glass
w/ aluminum wind screen below.

aluminum framing, Class 1
bronze anodized aluminum

metal standing seam roof,
/ color to be determined
oir colf{giticiner
) ) / i h ; ?2 north eley. exh. fan (typ. 2)
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- / ] |
—
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42" qutomatic

West Elevation sliding door w/ East Elevation North + South Elevation

nnac

7-0§
clear opening

—1 1/47clr. temp. safety glass
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Building Elevations @
/& =1-0"

Drawing Title Project Title Project Number
CONSULTANTS: ARCHITECT: FLOOR PLAN and SMOKE SHELTER 541-17-212 ]
. ELEVATIONS Building Number Offlce Of
i SMITH Architects ’ Facilities
FREDRICK, FREDRICK & HELLER Knight & Health Dosi 1
ENGINEERS, INC.
ROADVIEW 1o, OHIO 441, Planning Consult tS/tLO(I;Ia;r)',AIQ(:t. 10 N?tha. Mai ga':*e“ eSIgn Approved: Project Director Location Drawing Number Management
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three inches = one foot

one and one half inches = one foot

one inch = one foot

three quarters inch = one foot

three eighths inch = one foot one half inch = one foot

one quarter inch = one foot

one eighth inch = one foot

6.

16

10
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©{  20A-125V, HOSPITAL GRADE, GROUNDED SINGLE RECEPTACLE — MOUNTED AT 18" AFF UNLESS OTHERWISE NOTED. CONNECT TO B 208/120V-3¢—4W PANELBOARD UNLESS OTHERWISE NOTED. MOUNT AT 78" AFF TO TOP OF PANEL. 1. ALL MOUNTING HEIGHTS ARE TO CENTER OF DEVICE UNLESS OTHERWISE NOTED.
NORMAL CIRCUIT.
| i 2. ALL NEW WALL MOUNTED ELECTRICAL DEVICES ARE TO BE INSTALLED FLUSH IN WALL UNLESS OTHERWISE NOTED. ALL ELECTRICAL
(22222 480/277V-38—4W PANELBOARD UNLESS OTHERWISE NOTED. MOUNT AT 787" AFF TO TOP OF PANEL. CONDUIT SHALL BE CONCEALED BEHIND FINISHED WALLS AND ABOVE FINISHED CEILING UNLESS OTHERWISE NOTED. THE COST TO CUT
€1  20A-125V, HOSPITAL GRADE, GROUNDED DUPLEX RECEPTACLE — MOUNTED AT 18” AFF UNLESS OTHERWISE NOTED. CONNECT TO AND PATCH WALLS SHALL BE THE RESPONSIBILITY OF THE TRADE REQUIRING THE CUTTING.
NORMAL CIRCUIT.
GENERAL PURPOSE, 3 PHASE DRY—TYPE TRANSFORMER — TYPE AS NOTED ON PLANS. 3. PRIOR TO INSTALLATION, VERIFY PRECISE LOCATION OF NEW OR RELOCATED WALL OR CEILING MOUNTED DEVICES WITH ARCHITECTURAL
@ DOUBLE 20A—125V, HOSPITAL GRADE, GROUNDED DUPLEX RECEPTACLE — (2) IN (2) GANG BOX. CONNECT TO NORMAL CIRCUIT. ELEVATIONS AND REFLECTED CEILING PLANS.
‘e E‘éﬁi“10'5581“0”5%0&SL"JV,'JL%"S'S‘O%ZE%@';E LBPTEEDAS NOTED. PROVIDE CLASS RK1 FUSES UNLESS OTHERWISE NOTED. 4.  COORDINATE ALL SHUT—DOWNS OF EXISTING ELECTRICAL SYSTEMS WITH OWNER A MINIMUM OF FOURTEEN (14) WORKING DAYS IN
(@4  20A—125V, HOSPITAL GRADE, GROUND FAULT INTERRUPTER TYPE RECEPTACLE — MOUNTED AT 18" AFF UNLESS OTHERWISE NOTED. oB ADVANCE. ALL SHUT—-DOWNS SHALL OCCUR DURING WEEKENDS OR BETWEEN 8:00PM AND 7:00AM ON WEEKDAYS ("OFF—HOURS).
CONNECT TO NORMAL CIRCUIT. GROUNDING BUSEAR INCLUDE ALL PREMIUM TIME CHARGES IN BID.
5. ALL NOISE GENERATING OPERATIONS, INCLUDING CUTTING OF CEILINGS, WALLS AND FLOORS, CORING, DRILLING, ETC. SHALL BE
wp@y  20A—125V, HOSPITAL GRADE, GROUND FAULT INTERRUPTER TYPE RECEPTACLE INSTALLED IN WEATHERPROOF ENCLOSURE THAT SCHEDULED DURING WEEKENDS OR BETWEEN 8:00PM AND 7:00AM ON WEEKDAYS ("OFF—HOURS”). INCLUDE ALL PREMIUM TIME CHARGES
MAINTAINS WET LOCATION RATING WHILE IN—USE. CONNECT TO NORMAL CIRCUIT. MOUNT AT 30” ABOVE FINISHED ROOF SURFACE. N BD.
TR &4 20A—125V, HOSPITAL GRADE, GROUNDED TAMPER RESISTANT "TR” TYPE RECEPTACLE — MOUNTED AT 18" AFF UNLESS OTHERWISE WIRING TERMINATIONS 6. CONTRACTOR SHALL CONNECT ALL MECHANICAL EQUIPMENT COMPLETE PER MANUFACTURER'S WIRING DIAGRAMS AND INSTRUCTIONS.
NOTED. CONNECT TO NORMAL CIRCUIT. COORDINATE WITH MECHANICAL CONTRACTOR AND VERIFY LOCATION, VOLTAGE, AMPS, NO. OF WIRES, AND PROTECTION REQUIREMENTS
o - PRIOR TO ROUGH—IN. CONTACT ENGINEER WITH ANY DISCREPANCIES FROM DESIGN DRAWINGS.
& @ O &%T,%TT'%% ?_8éka§LL"dv?TF?REQV(ﬁ"F‘,bE“&?PNTED’ 47 SQ. WITH GROUND LUG, UNLESS OTHERWISE NOTED. COORDINATE 7. PROVIDE LIQUID—TIGHT FLEXIBLE METAL CONDUIT FOR FINAL CONNECTION TO MECHANICAL EQUIPMENT OR OTHER EQUIPMENT WHICH MAY
@ > SAME DEVICE TYPES AS INDICATED ABOVE EXCEPT CONNECTED TO EMERGENCY CRITICAL CIRCUI. o EOHANIA eI CONTROL PANEL  ONNECT er AU EACTUREN: VIRING DIAGRAM PROPAGATE VIBRATION.
' ' 8. ALL FLUORESCENT LAMPS THAT WILL NOT BE REUSED SHALL BE DISPOSED OF IN ACCORDANCE WITH EPA STANDARDS, AND WRITTEN
EVIDENCE OF PROPER DISPOSAL SHALL BE FURNISHED TO THE OWNER.
AD @ JUNCTION BOX, ABOVE CEILING FOR CONNECTION TO 120V AUTOMATIC DOOR. ELECTRICAL CONTRACTOR SHALL
CONNECT AUTOMATIC DOOR INCLUDING PUSH PAD OPERATORS PER MANUFACTURER'S INSTRUCTIONS TO 120V 9. ALL WORK SHALL BE PERFORMED IN STRICT CONFORMANCE WITH THE PHASING REQUIREMENTS OF THE PROJECT. ALL COSTS
EMERGENCY LIFE SAFETY CIRCUIT. GENERAL CONTRACTOR SHALL FURNISH AND INSTALL AUTOMATIC DOOR. ASSOCIATED WITH THESE REQUIREMENTS SHALL BE INCLUDED IN THE BID suswm?..
CGH JUNCTION BOX MOUNTED AT 48" AFF FOR CONNECTION TO AUTOMATIC DOOR PUSH PAD DEVICE. PROVIDE 3/4"C TO 10. gggﬁ%ﬂgf AEE%SZ%NDSISZE E%RI;RTSC())I\?IISDI:lllilN%hlﬁl\TSDRA[?JRIﬁgHggSSIgUé%%?\IUATELY LIGHT ALL CONSTRUCTION AREAS, TEMPORARILY
TELECOMMUNICATIONS SYSTEM DOOR CONTROLLER WITH WIRING PER MANUFACTURER'S REQUIREMENTS. s .
11. DEFINITION: "PROVIDE” — FURNISH, INSTALL AND CONNECT COMPLETE.
@ MOTOR — NUMBER DENOTES HORSEPOWER
> VOICE/DATA OUTLET — EC SHALL PROVIDE 2—GANG FLUSH BOX WITH SINGLE GANG BLANK COVER PLATE MOUNTED AT 18" AFF 12. PROJECT AND PHASING SCOPE LINES INDICATE WHERE GENERAL CONSTRUCTION BOUNDERIES OCCUR. ELECTRICAL WORK AND UTILITY
UNLESS OTHERWISE NOTED, 1"C WITH PULLWIRE FROM BOX TO 6” ABOVE FINISHED CEILING AT AN ACCESSIBLE LOCATION AND TP TEMPERATURE CONTROL PANEL FURNISHED AND INSTALLED BY OTHERS. EC SHALL PROVIDE 120V CONNECTION TIE-INS MAY OCCUR OUTSIDE OF SCOPE LINES.
PLASTIC BUSHING ON END OF CONDUIT. TELECOMMUNICATIONS CONTRACTOR SHALL REFER TO CABLING DETAILS ON FOR CABLE, (HARDWIRED OR RECEPTACLE, AS REQUIRED).
JACK AND TERMINATION REQUIREMENTS.
WP VOICE/DATA OUTLET — EC SHALL PROVIDE 2—GANG FLUSH BOX WITH SINGLE GANG BLANK COVER PLATE MOUNTED AT 48" AFF VAV L e o R A N G I e T e ron WAV LRS-
UNLESS OTHERWISE NOTED, 1”C WITH PULLWIRE FROM BOX TO 6” ABOVE FINISHED CEILING AT AN ACCESSIBLE LOCATION AND VIRING FOR 24VAG VAV TERMINALS. VERIFY LOGATION OF ALL ADJACENT VAV'S WITH MEGHANIGAL. DRAWINGS
PLASTIC BUSHING ON END OF CONDUIT. TELECOMMUNICATIONS CONTRACTOR SHALL REFER TO CABLING DETAILS ON FOR CABLE, : ‘ ABBREVIATIONS
JACK AND TERMINATION REQUIREMENTS.
> WIRELESS SYSTEM DATA OUTLET — EC SHALL PROVIDE TWO GANG FLUSH BOX WITH SINGLE GANG BLANK COVER PLATE MOUNTED MG @A MEDICAL GAS ALARM PANEL — CONNECT TO 204, 120V LIFE SAFETY CIRCUIT, WALL MOUNTED, COORDINATE MOUNTING
- HEIGHT WITH MC. »
ON FINISHED CEILING AND RECEPTACLE AS INDICATED. TELECOMMUNICATIONS CONTRACTOR SHALL REFER TO CABLING DETAILS ON AC ABOVE COUNTER AT 9% UNLESS OTHERWISE NOTED AFC ABOVE FINISHED CEILING
FOR JACK, CABLE AND TERMINATION REQUIREMENTS. AF AMP FRAME AT AMP TRIP
> FUTURE VOICE/DATA OUTLET — EC SHALL PROVIDE 2—GANG FLUSH BOX WITH SINGLE GANG BLANK COVER PLATE MOUNTED AT 18” AFF ABOVE FINISHED FLOOR ATS AUTOMATIC TRANSFER SWITCH
AFF UNLESS OTHERWISE NOTED, 1”C WITH PULLWIRE FROM BOX TO 6" ABOVE FINISHED CEILING AT AN ACCESSIBLE LOCATION AND CM CEILING MOUNTED COR CONTRACTING OFFICER REPRESENTATIVE
PLASTIC BUSHING ON END OF CONDUIT. SECURITY SYSTEM LEGEND
EC ELECTRICAL CONTRACTOR EG EQUIPMENT GROUND
SCP LENEL SECURITY CONTROL PANELS. EOL END OF LINE EWC ELECTRIC WATER COOLER
TELECOMMUNICATIONS SYSTEM NOTES:
SECURITY CAMERA — FIXED DOME CAMERA — CEILING MOUNTED, WIDE ANGLE, NETWORK—ENABLED, 1280x800 (1MP) cC CENERAL CONTRACTOR GFCl GROUND FAULT CIRCUIT INTERRUPTER
MIN. RESOLUTION PER SENSOR, H.264 VIDEO COMPRESSION, 30 FRAMES PER SECOND, TAMPERING ALARM, POWER AN AFE Al T
T1. ALL CONDUITS SHALL BE INSTALLED COMPLETE WITH PULLWIRE. @ OVER ETHERNET, PROGRESSIVE SCAN, TAMPER RESISTANT CASING. PROVIDE ALL MOUNTING ACCESSORIES TO MOUNT HOA HAND—OFF—AUTO G ISOLATED GROUND
T2. THE NUMBER OF CABLES IN ANY PATHWAY SHALL NOT EXCEED 40% FILL. CAMERA ON EXTERIOR WALL OR IN SMOKE SHELTER. IRM INFORMATION RESOURCES MANAGEMENT MC MECHANICAL CONTRACTOR
@ FIXED DOME 180° NETWORK CAMERA — WALL MOUNTED, 1600x1200 MIN RESOLUTION PER SENSOR, H.264 VIDEO MCB MAIN CIRCUIT BREAKER MLO MAIN LUGS ONLY
. COMPRESSION, 22 FRAMES PER SECOND, TAMPERING ALARM, POWER OVER ETHERNET, PROGRESSIVE SCAN, TAMPER RESISTANT
180" AND WEATHERPROOF CASING. PROVIDE ALL MOUNTING ACCESSORIES TO MOUNT CAMERA ON EXTERIOR WALL OR IN SMOKE NEC NATIONAL ELECTRICAL CODE NF NOT FUSED
LIGHTING CONTROLS SHELTER. SM SURFACE MOUNTED TC TELECOMMUNICATIONS CONTRACTOR
TCC TEMPERATURE CONTROLS CONTRACTOR VSC VARIABLE SPEED MOTOR CONTROLLER
SECURITY SYSTEM NOTES: _
$ 20A—1P—120/277V WALL SWITCH MOUNTED AT 48" AFF UNLESS OTHERWISE NOTED. WP WEATHERPROOF ENCLOSURE — NEMA 4 TYPE
S1. PROVIDE MINIMUM SIZE BACKBOX AS REQUIRED FOR ALL OF THE ABOVE SECURITY DEVICES AND INSTALL IN 1/2°C MINIMUM 3
PROVIDE MINIMIM SIZE BACKBOX /S REQUIRED FOR /LL OF THE A X EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, CONDUIT, ETC. — TO REMAIN
WP 20A—1P—120/277V WALL SWITCH — INSTALLED IN WEATHERPROOF ENCLOSURE THAT MAINTAINS WET LOCATION RATING WHILE XB INDICATES EXISTING OUTLET, LIGHTING FIXTURE, CONDUIT, ETC — TO BE REMOVED. PROVIDE BLANK COVER FOR OUTLET AND
$ N_USE. MOUNT AT 30" ABOVE FINISHED ROOF SURFAGE. S2. REFER TO SPECIFICATIONS FOR FURTHER DETAILS REGARDING THE SECURITY SYSTEM. MAINTAIN. CIRGUIT. CONTINUITY.
S3. MOUNT DEVICES AT MOUNTING HEIGHTS LISTED ABOVE UNLESS OTHERWISE NOTED ON THE FLOOR PLANS. COORDINATE EXACT SFMR  TRANSFORMER
MOUNTING LOCATION WITH ARCHITECTURAL ELEVATIONS.
S4. SECURITY SYSTEM EQUIPMENT AND WIRING SHALL BE PROVIDED BY CONTRACTOR, UNLESS OTHERWISE NOTED. XL NEW LOCATION OF EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC.
BRANCH CIRCUIT WIRING , XN EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC. — TO BE REPLACED WITH NEW OF SPECIFIED TYPE
S5. CONTRACTOR SHALL VERIFY ALL BACKBOX SIZES WITH VA COR AND MANUFACTURER'S INSTALLATION INSTRUCTIONS PRIOR TO
NO. OF CCTS ROUGH—IN. XR EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, CONDUIT, ETC. — TO BE REMOVED COMPLETE— MAINTAIN CIRCUIT CONTINUITY TO
- ADJACENT OUTLETS, EXTEND CONDUIT AND WIRING AS REQUIRED.
IN_ CONDUIT BRANCH CIRCUIT HOME RUN TO PANEL — ARROWHEADS INDICATE CIRCUITS. WIRE INDICATED ARE GREEN GROUND, S6. FURNISH, INSTALL AND CONNECT ALL SECURITY DEVICES IN ACCORDANCE WITH LENEL SYSTEM PROVIDER. PROVIDE ALL Q
WIRE. SIZE SEPARATE NEUTRALS (SHARED NEUTRALS ARE NOT PERMITTED FOR BRANCH CIRCUITS) AND THREE HOT LEGS (A ADDITIONAL LENEL COMPONENTS AS NECESSARY FOR A COMPLETE SYSTEM. SUBMIT ALL LENEL DEVICES WITH SHOP DRAWINGS YRR EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC. — TO BE REMOVED AND REINSTALLED AT NEW LOCATION — EXTEND
(M. #12AW6) \ DIFFERENT PHASE FOR EACH CIRCUIT) MAXIMUM THREE CIRCUITS PER CONDUIT. 3/4" MINIMUM CONDUIT WITH SUBMITTAL. CONDUIT AND  WIRING AS REQUIRED
- Nos WIRE SIZE INDICATED ON DRAWING ("XX” INDICATES AWG SIZE). ALL POWER WIRING SHALL BE STRANDED
COPPER CONDUCTORS WITH THHN/THWN INSULATION. PROVIDE SEPARATE EQUIPMENT GROUNDING CONDUCTOR VAMC  VETERANS AFFAIRS MEDICAL CENTER
W (SAME SIZE AS PHASE AND NEUTRAL, UNLESS OTHERWISE NOTED) FOR EACH CONDUIT. CONDUIT WIRE FILLS
PHASE _/ SHALL BE IN ACCORDANCE WITH LATEST NATIONAL ELECTRIC CODE.
CONDUCTORS
NEUTRALS
GROUND O CONDUIT UP
PANELBOARD SCHEDULES:
@ CONDUIT DOWN
PANEL: 1HC - 480/277V - 3@ - 4W NORMAL PANEL: DP-1 - 208/120V - 3@ - 4W NORMAL
LOCATION: ELEC RM 103 OCP:  100A LOCATION: ELEC RM 103 OCP:  300A
MOUNTING: SURFACE MAIN:  MLO MOUNTING: SURFACE MAIN: MCB
COMMENTS: EXISTING PANELBOARD COMMENTS: EXISTING PANELBOARD
N N
KVA: DESCRIPTION: CB: CT: o CCT:| CB: DESCRIPTION: KVA: KVA: DESCRIPTION: CB: ’ CT: o CCT:| CB: DESCRIPTION: KVA:
EXISTING LOAD 20/1 1 2 20/1 EXISTING LOAD ( 1 2 B
EXISTING LOAD 20/1 3 4 20/1 EXISTING LOAD EXISTING LOAD 100/3 3 4 100/3 | ¢ EXISTING LOAD
EXISTING LOAD 20/1 5 6 20/1 EXISTING LOAD 5 6 |
EXISTING LOAD 20/1 7 8 20/1 EXISTING LOAD 7 8
EXISTING LOAD 20/1 9 10 20/1 EXISTING LOAD EXISTING LOAD 100/3 9 10 7100/3 q EXISTING LOAD
EXISTING LOAD 20/1 11 12 20/1 EXISTING LOAD L 11 12 ]
EXISTING LOAD 20/1 13 14 20/1 EXISTING LOAD X 2.0 AC UNIT I 30/2 13 14 | 20/2 EXISTING LOAD
X 29 NEW ELECTRIC HEATER 20/1 15 16 20/1 EXISTING LOAD X 2.0 [ 15 16
X 04 EXTERIOR LIGHTING 20/1 17 18 20/1 ‘ PROVISION X 0.6 SMOKE EATER, LTG, REC 20/1 17 18 20/1 SPARE
pe e GROUNDBUS pee e GROUNDBUS
TOTAL NEW CONNECTED KVA: 3.30 TOTAL NEW CONNECTED KVA: 4.60
TOTAL DEMAND NEW KVA: 3.30 TOTAL NEW DEMAND AMPS: 3.96 TOTAL DEMAND NEW KVA: 4.60 TOTAL NEW DEMAND AMPS: 12.76
X PROVIDE NEW BREAKER IN EXISTING PROVISION X PROVIDE NEW BREAKER IN EXISTING PROVISION
CONSULTANTS: ARCHITECT: . "smo! arate
™ ™ 541-17-212
ELECTRICAL LEGEND SMOKE SHELTER Offi ¢
— ice O
. Building Number e =
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" \
ELECTRICAL GENERAL NOTES: SMOKE SHELTER FEEDER NOTES: \\///\
- \ 4
A G1. ELECTRICAL FEEDER ROUTING LOCATIONS SHOWN ARE FOR BIDDING PURPOSE ONLY. CONTRACTOR SHALL 1. ALL WIRING FROM PANELBOARD 'LN—B5’ TO SMOKE SHELTER SHALL BE THWN—2 TYPE, SIZE 0%
COORDINATE EXACT ROUTING OF FEEDERS IN FIELD AND PROVIDE ALL JUNCTION BOXES, BENDS, OFFSETS, AS DESIGNATED. - / \
CONNECTORS, SUPPORTS, ETC. AS NECESSARY FOR A COMPLETE SYSTEM. - \\/\
- 2. IN THE (1) 1” CONDUIT WITH (9) CONDUCTORS, THE AMPACTIY ADJUSTMENT FACTOR IS 70% - //
S G2. DRAWING DOES NOT SHOW ALL NEW FEEDERS/BRANCH CIRCUITS. REFER PANELBOARD SCHEDULE FOR PER NEC 310.15(B)(3)(a). THE FOLLOWING IS THE ADJUSTMENT AMPACITY OF THE " - \/\
o ADDITIONAL FEEDER REQUIREMENTS. CONDUGTORS WITHIN THE 1" CONDUIT. / X E \/
5 G3. COORDINATE ALL EQUIPMENT BREAKER SIZES AND VOLTAGES WITH VAMC COR PRIOR TO ORDERING - \// — |
" PANELBOARD. NEC TABLE 310.15(B)(16 AMPERAGE W/70% | MAX OVERCURRENT / 2NN
? WIRE SIZE/TYPE WIRE_AMPERAGE ADJUSTMENT PROTECTIVE DEVICE : //
£ G4. CONDUITS SHALL BE PVC 80 OR RIGID ALUMINUM AT EXTERIOR LOCATIONS AS SHOWN ON DRAWINGS. SEAL 7 TAWN—2 : \\/.
£ ALL WALL/ROOF PENETRATIONS WATER—TIGHT AND MAINTAIN ALL WALL/ROOF FIRE RATINGS. #12 - - S0A 21A 20A N
® #10 — THWN-2 40A 28A 30A / - /
- —1 G5. SHARED NEUTRALS ARE NOT PERMITTED FOR BRANCH CIRCUITS. / - \\\
£ :
H,
G6. ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING ALL UNDERGROUND WORK WITH THE - \//
_ GENERAL CONTRACTOR. // - \\/
- CONDUIT DIRECT BURIAL - SECTION !/ - \\\/
o -
o . -
= SITE PLAN GENERAL NOTES: = % \\
® GRADE LEVEL AN -
8 ﬁ 1 Iy o)
" S1. ALL SITE CONDUITS SHALL BE 18”"—30” BELOW GRADE AND SHALL BE SCHEDULE 80 PVC CONDUITS (MIN. CLEAN FILL—+ ) - \// % @ =
3 1”C) UNLESS OTHERWISE NOTED. CONDUITS INSTALLED UNDER PAVED AREAS SHALL BE ENCASED IN 12 \&H: N N = S~
= MIN 30" — MAX 427) SANOANY ) \
w S2. PROVIDE #8 AWG WIRING FOR ALL NEW SITE LIGHTING BRANCH CIRCUIT WIRING. ( B — . ) .
p: ’ DETECTABLE WARNING TAPE LABELED — A [ SN M/ o _ \
0, S3. PROVIDE ALL TRENCHING, BACKFILL, SAW CUTTING, ETC. NECESSARY TO INSTALL NEW CONDUITS. PROVIDE CAUTION—ELECTRICAL LINES BELOW 5 e 5 \\\ 7 o .
5% ALL NECESSARY BACKFILL, GRAVEL, GRASS, CONCRETE, ASPHALT, ETC. TO RESTORE AREA TO EXISTING ‘ C // F wswn
- CONDITION. ) QYIRS ve X —
5 SAND FILL—= 6 1N \\ i % \ -
o S4. NEW ELECTRICAL CONDUIT LINES SHALL CROSS STORM SEWERS, GAS AND WATER LINES AT . A il
g PERPENDICULAR ANGLES AND SHALL NOT RUN ADJACENT TO THEM AT ANY TIME. PCV 80 CONDUIT—— N o = \ N
. QN
S5.  MAINTAIN 12" SEPARATION BETWEEN ELECTRICAL CONDUITS AND TELEPHONE LINES. NOT TO SCALE - = \Lﬁ 2 — L \s
o~ — g * ‘
S6. EXISTING UNDERGROUND UTILITY AND BRANCH CIRCUITS ARE SHOWN AT APPROXIMATE LOCATIONS FOR - . (< S ) b \/X\//\\//\\//\/ S QZ) ?\
REFERENCE PURPOSES ONLY. CONTRACTOR SHALL IDENTIFY ALL UNDERGROUND SERVICE UTILITIES BY =E /l\( O P4 J = ( -
HAND DIGGING PRIOR TO ANY EXCAVATION. POLE BASE DETAIL . % \)( N\ )&\\\/\\\/\\ — =
- . % v
S7. CONTRACTOR SHALL REPAIR ANY COOLING SYSTEM, IRRIGATION, DOMESTIC WATER, GAS LINES, ETC. - UP TO A il e == ——— == —— )
DAMAGED WHILE EXCAVATING AND RESTORE SYSTEMS TO EXISTING CONDITION. - SECORD | /‘\@L?—:_—:_—_—_—_—_—_XZVR iyt witynivniynbuntoy Sy Vb alpntnly ]I \= N
» =" o / / —
S8. THE CONTRACTOR SHALL NOTIFY OHIO UTILITIES PROTECTION SERVICE AT 1-800—362-2764 AT LEAST 48 H%?JREOIS-CE:HEEELIEIGHT ON 3"x5” [76x127mm] REINFORCED 77777, ELZZX. | // \/ N AN \// X I | ..
HOURS PRIOR TO ANY EXCAVATING TO INSURE THAT PUBLIC UTILITIES WILL NOT BE DAMAGED BY HAND HOLE WITH TAMPER | AT DS B TR SR L& \ | =
3 CONSTRUCTION WORK. MAKE ANY ADDITIONAL NOTIFICATIONS TO OTHER UTILITY SERVICES AS REQUIRED. RESISTANT SCREWS. PROVIDE - | o] | - st VO X/ % |1 .
2 IN-LINE SCREW—-TYPE FUSE TELECOM  SECURMY P78 \¢ SO N D
HOLDER(S) WITH FUSE(S). PULLBOX X[a )4 \ \ N | =
o Q / / \/ | | f— =
S o C >DSERWCE 2 o /\//Q \/\// % I —
, ANCHOR BOLTS PER POLE | POLE GROUNDING STUD < METER XA | )
' O ELECTRICAL PLAN CODED NOTES: S A / | \\//\\//\\//\\ | R 2
§% WITH LEVELING NUTS ABOVE & 2—PIECE BOLT COVER PLATE. N LEC RIGID ALUMINUM ~ Y AKX L1 (1]
£ BELOW BASE PLATE DISTRIBUTION UIp CONDUIT 1 VT
o @ PROVIDE THE FOLLOWING CONDUITS/CIRCUITS TO THE NEW SMOKE SHELTER QUAZITE BOX AND CONNECT | FINISHED GRADE Vi ] \ Il
S TO NEW BREAKER IN PANELBOARD 'DP—1° (REFER TO SMOKE SHELTER FEEDER NOTES FOR ADDITIONAL —LH ) V\ X T - \ I | : | =
INFO):
» ) ) h . \ = \\ » o
(1) 1" CONDUIT WITH 3#6 & 1#10EG FOR CONNECTION TO 20A—2P 208V—1@ AC UNIT. (PANEL 'DP—1’) X E'\\' E 1 | El \\\\\\ ANAX 75KVA N B I \ A
(1) 1” CONDUIT WITH 2#10 & 1#10EG FOR CONVENIENCE OUTLET CIRCUIT, LIGHTING FIXTURES AND £ |§ // %’ 41 —pvc CONDUIT ADAPTER —_ |JRANSFORMER - 1HONKL | : \ <+—PVvC80 (UG) \
) 4 B C . - | | /
SMOKE EATER. (PANEL 'DP—1’) S Ny J L O T coUPLING X N y) R PR ] | .
(1) 1" CONDUIT WITH THE FOLLOWING FROM PANEL 1HC £, AN = MEFER— = ~ e \ oy \
- o —1 20A-1P 2410 & 1#10EG FOR SPACE HEATER CIRCUI. s — 5 5 ) W 3004 | Il
8 20A—1P 2#8 & 1#8EG FOR EXTERIOR LIGHTING ! 1 / DISTRIBUTION | ||\ g \ : : | ?
1" EMPTY CONDUIT g NS PVC 80 CONDUIT § |
g @ PROVIDE THE FOLLOWING CONDUITS/CIRCUITS TO THE NEW SMOKE SHELTER QUAZITE BOX (REFER TO WITH CAP (WHERE 7 i A / N N | :
SMOKE SHELTER FEEDER NOTES FOR ADDITIONAL INFO): SHOWN ON PLANS) 4‘|_ J T LK RIGID STEEL CONDUIT S \ | | =
I (1) 1.5" CONDUIT FOR CAMERA/SECURITY WIRING > CE PO 1LA . Q- Qx |
§ ROUTE 1” UNDERGROUND CONDUITS FROM BOX TO CAMERA LOCATIONS. CONCRETE — 1:3:5 MIX + | ¢ UNDISTURBED SOIL Xo x  x \ N : .
= . 3/4" MAX. AGGREGATE. /1 - |.. OR SELECT BACKFILL T [ 1[_1] P | |¢)_|_®
® @ PROVIDE 1°C — 2#8 & 1#8EG TO THE EXTERIOR LIGHTING POLE AND WALL MOUNTED FIXTURE. PROVIDE SAND BLASTED A el 7\ COMPACTED, SEE R R AR Vit ' g \ ] .
o 20A—1P BREAKER IN PANELBOARD ‘1HC’ AND CONNECT COMPLETE. CONNECT COMPLETE THROUGH ROOM CONCRETE SEALED: D) ~ 1 NOTE BELOW. RS S T I
S LIGHTING CONTROL PANEL. - LIGHTING CONTROL X \ @_H | !
Te (] PANEL —_— |
g® D @ PROVIDE (2) NEMA 3R LOCABLE WALL MOUNTED JUNCTION BOXES (1—POWER, 1—SECURITY) AS SIZED PER #4 BARE COPPER : SeigEtl e @ I |+_@ !
£ NEC FOR CABLING AND ACCESS. STUB UP CONDUITS INTO JUNCTION BOXES. VERIFY EXACT LOCATION IN GROUND 20FT  ree— . \ |1
S FIELD WITH VAMC COR PRIOR TO INSTALLATION. COILED BELOW BASE 180 \ il
@ PROVIDE WALL MOUNTED RACK FOR SECURITY CCTV. PROVIDE 24—PORT NETWORK SWITCH FOR IP NOT TO SCALE L& L1y
CAMERAS. TERMINATE FIBER PER VA IRM STANDARDS. RELOCATE (3) JUNCTION BOXES AND 3/4" CONDUITS ‘\ I *
ON WALL TO ALLOW FOR INSTALLATION OF WALL MOUNTED RACK. A L1
g N -
* Q) I
STUB OUT CONDUITS AND ROUTE ADJACENT TO EXISTING CONDUITS GOING UNDERGROUND. MOUNT TO AR - \
O, STRUT CHANNEL SUPPORTS. VERIFY EXACT LOCATION OF EXISTING CONDUITS IN FIELD. DEDUCT ALTERNATE #1: sk \ : : : -
@ PROVIDE NEMA3R LOCKABLE JUNCTION BOXES AND CONNECT COMPLETE PER SMOKE SHELTER |1y |
3 MANUFACTURER DRAWINGS. VERIFY EXACT STUB UP LOCATION PRIOR TO INSTALLATION. MOUNT AS HIGH OR THE FOLLOWING WORK SHOULD BE OMITTED AS PART OF DEDUCT ALTERNATE #1: 1 1 1 | N S 72 /_(‘ ——l/
L | LOW AS POSSIBLE. COORDINATE EXACT LOCATION WITH COR PRIOR TO INSTALLATION. - ADDITION OF (3) EXTERIOR CAMERAS. ‘f 1 = o /g\ v !
: | N | T O@ 11,6
" | " St 1 /
i <F — | T
5 > O z
= ‘ NI 180
5 © X i
£
g =
° » O——
\ =
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| =
ffffffffffffff _ /
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LAMP INFORMATION BALLAST/DRIVER INFORMATION !
TYPE | DESCRIPTION MOUNTING @)
F QUANTITY | WATTS TYPE COLOR TEMP. | QUANTITY TYPE VOLTAGE .
[ o]
- EXTERIOR LIGHTING POLE LED FIXTURE — 12'—0" ALUMINUM POLE FRAME, 15”x11"x4"D !
8 SA BOX, HOUSING AND HEAT SINK FIXTURE WITH STAINLESS STEEL FASTENERS AND HINGING,
® 1o BLACK FINISH, (1)277V ELECTRONIC BALLAST THAT CONNECTS TO LIGHTING CONTROL POLE — 55W MAX LED 4000°K 1 LED 277V il
S CONTACTORS AND' TIME CLOCK, INTEGRAL SURGE SUPPRESSION, 55W MAX FIXTURE THAT
PRODUCES A MINIMUM OF 3,700 LUMENS, TYPE 2 LIGHT DISTRIBUTION WITH SPILL LIGHT \
L CONTROL. MATCH LOOK OF EXISTING EXTERIOR POLE FIXTURES. \\ :
-
2 \ APPROXIMATE LOCATION OF !
.. EXTERIOR WALL MOUNTED FIXTURE — LED TYPE, 16—5/8"W x 10—-3/4"H x 12"D MAX, A UNDERGROUND PARKING GARAGE
L MOUNTED ABOVE EXIT DOOR, DIE CAST ALUMINUM HOUSING WITH BLACK BODY, WALL _ 300 MAX D 000K 1 D 77y N EIEEETTR[;%IW&E%DEEL%SRElgAEN AS !
S — @ R?nggklﬁoﬁg_lcl%g SREGIEED LED CHAMBER, FULL CUTOFF COMPLIANCE, UL LISTED FOR SMOKE SHELTER FIRST FLOOR CONTRACTOR | SHALL VERIEY LOCATION
© © ' ' \ AND PROTECT FROM ANY DIGGING OF
S FX| STING ELECTRICAL PLA \ SMOKE SHELTER, CONDUITS AND SITE |
CONC RETE SCALE: 1/4" = 110" DOHTING. N
\
o' 2' 4 8' 16'
Drawing Title Project Title Project Number
| |
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three inches = one foot

one and one half inches = one foot

one inch = one foot

three quarters inch = one foot

three eighths inch = one foot one half inch = one foot

one quarter inch = one foot

one eighth inch = one foot
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1 2 3 4 5 6 7 8 9 10
~0'/'////“'Q.Q’Q... //'0.. 7 ..// - . /
O ELECTRICAL PLAN CODED NOTES: R R ALK, ER9L FIRST FLOOR
O..z,' i... OR CONTINUATION
0% L
- J
@ APPROXIMATE LOCATION OF THIRD FLOOR MDF ROOM. ROUTE FIBER UP TO THIRD FLOOR THROUGH I
EXISTING ELECTRICAL CHASE.
@ PROVIDE (12) STRANDS SINGLE MODE FIBER (TIGHT BUFFER, INTERLOCKED, ARMORED RISER FIBER OPTIC
BACKBONE CABLING) FROM THIRD FLOOR MDF ROOM TO FIRST FLOOR PARKING GARAGE NEW NETWORK
SWITCH. ROUTE CONDUIT ALONG EXISTING TELECOM BACKBONE FEEDER PATH. PROVIDE PULLBOXES AS -
REQUIRED PER NEC. MOUNT AS HIGH AS POSSIBLE WITHIN GARAGE AND ABOVE MINIMUM GARAGE
STRUCTURE CLEARANCE HEIGHT WHEREVER POSSIBLE. PROVIDE IDENTIFICATION LABEL ON 10FT INTERVALS.
LABEL SHALL READ "FIBER OPTIC CABLES” "3RD FLOOR MDF TO PARKING GARAGE”. FIBER ROUTED WITHIN
THE MAIN HOSPITAL, PEDESTRIAN BRIDGE, AND PARKING STRUCTURE SHALL BE INSTALLED DURING
OFF—HOURS TO MINIMIZE INTERRUPTION TO HOSPITAL FUNCTION. COORDINATE SCHEDULING WITH VAMC COR.
TERMINATE PER VAMC IRM STANDARDS.
THE FOLLOWING WORK SHOULD BE OMITTED AS PART OF DEDUCT ALTERNATE #1:
ADDITION OF (3) EXTERIOR CAMERAS.
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ELECTRICAL PLAN
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